
TEAIS IMPERCEM, ELASTIC
TWO-COMPONENT CEMENTITIOUS
MORTAR FOR WATERPROOFING

Descripción
Cementitious and elastic mortar for waterproofing.
TEAIS IMPERCEM is a cement-based, special
aggregates, additives and pollymers on watery
dispersion waterproofing agent.
It is used in concrete walls, small terraces and shower
trays waterproofing. Waterproofing cladding on
concrete surfaces under weather conditions.

Aplication
It is applied to waterproof concrete walls, small terraces, balconies, shower
plates and concrete supports submitted to external attack such as contact with
salts upon thawing, sulphate and chloride enviroments as well as for waterproofing swimming pools, etc.. Also
used as a ceramic adhesive, mosaics in bathrooms and swimming pools, shower trays placements, etc.

Surface preparation
The background of application must be clean, free of dust, salts, etc. Absorbent surfaces must be slightly
dampened prior to the application.

Modes of application
 Mix the component with the liquid either manually or mechanically using a low speed mixer by avoiding any
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air penetration in the mix until reaching a homogeneous consistency.
- The proportion of the mix is 1 litre of liquid component for every 2 kg of powder product.
- Spread the mix by using a trowel to apply onto the support until reaching 2 mm thick coating at most.
- Once the first coating hardens, a second one can be applied.
- In those areas with small cracks, TEJIAIS 5 or TEJIAIS 5 PLUS can be used.
- Leave to dry for 24 hours after this application (under good climatic conditions).
- The floor slabs can be placed directly, using on the most appropriate adhesive according to their properties.
- When used as adhesive is applied with fine notched trowel on the dried TEAIS IMPERCEM layer (the layer
that was used as the waterproof), applied tiles as with a regular tile adhesive. Must be careful to clean all the
absorbent material, because due to its high adhesion once hardened can only be removed mechanically.
- In the execution of waterproof sealed systems it is necessary to consider all elements to constitute a
continuous waterproofing in which the singular points are also waterproof.
 For waterproofing shower trays, prepare the surface to receive the waterproof layer and apply the product
throughout the rise in the lateral surface, and may even waterproof the entire vertical surface, and once TEAIS
IMPERCEM layer is dried (who may be reinforced with fiber mesh or not) the termination is done with the
placement of the liner, that can be applied with TEAIS IMPERCEM or with our special tile adhesive
CECOISFLEX.

Clean up
The tools will be cleaned with water while the material is fresh.

Data sheet
DensityDensity of the mix 1,7 kg/l

Colour/sColour of the mix; grey

Mix proportion2 powder parts and 1 liquid part

Adherence> 1 N/mm2

Temperature of work8 to 35 ºC

Performance
3 to 4 kg/m2.

Storage



It is recommended to store this product for 2 years in its tightly closed original packages protected against
bleakness, without exposing to sudden temperature changes.

Security

Indications of danger:
H302: Harmful if swallowed.

Prudence advice:
P264: Wash ? thoroughly after handling.

P270: Do no eat, drink or smoke when using this product.

P301+P312: IF SWALLOWED: Call a POISON CENTER or doctor/physician if you feel unwell.

P330: Rinse mouth.

P501: Dispose of contents/container in accordance with local/regional/national/international regulation


